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PM-660 / PM-660D / PM-660U
Paging Microphone

Announcements and paging calls 
made easy and convenient.
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Designed for paging calls and general announcements, the PM-660 desk-top microphone comes with a large talk switch 
and a lock lever for easy and convenient operation.

PM-660 / PM-660D / PM-660U
Paging Microphone

COMMON FEATURES

 Desktop microphone
 Short-off talk switch with locking 

lever or open-off type switch 
contact

 Low handling noise

 PM-660: 2,5 m cable with 
phone plug  
PM-660D: 5-pin DIN-plug  
PM-660U: 2 m without plug 

 Talk-switch with contact for 
remote control (PM-660D)

 Options: RU-2001, RU-2002: 
Power Remote Units

Specifications
PM-660 PM-660D PM-660U

Type Dynamic paging microphone
Directivity Cardioid
Power Source -
Rated Impedance 600 Ω, unbalanced 600 Ω, balanced
Rated Sensitivity -58 dB (1k Hz 0 dB = 1 V/Pa)
Frequency Response 100 Hz – 10 kHz
Chime -

Controls Push-to-talk switch, Locking lever, Short-
off type Leaf spring contact (interlocked with talk switch, 30 V DC, under 500 mA)

Finish Head: Zinc plated steel wire, gray, paint / Body: ABS resin, gray
Dimensions (W x H x D) 100 x 215 x 150 mm
Weight 440 g

Reception Counter Cashier station


