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SPECIFICATIONS

BS-301 Compact Satellite Speaker System
BS-301 Compact Satellite Speaker System can produce 
effective acoustic sounds in commercial spaces like 
restaurants, cafes, and retail stores.

There are 4 small satellite speakers that conform to the 
design of the commercial space, and can be installed 
using metal fittings attachments to produce suitable 
acoustic sounds even in complex spaces.

In addition, the subwoofer, which can be temporarily 
or permanently installed, and capable of reinforcing 
the projection of ideal acoustic sounds.

Features
• Consists of a set of 4 satellite speakers and a 

subwoofer, which are individually fitted with its own 
mounting brackets.

• Available in two colors (black or white), which can be 
selected to suit the room interior.

• Compact and highly efficient in performance.

• The mounting brackets fitted onto the satellite speakers 
can be for 1 speaker or 2 speakers installation.

• Horizontal and vertical angles can be easily adjusted 
during installations onto ceilings or walls.

Model No. BS-301B (Black) BS-301W (White)
Power Handling Capacity Continuous program: 160W* × 2 channels/Continuous pink noise: 80W* × 2 channels
Rated Impedance 4Ω  × 2 channels
Sensitivity 81dB (1W, 1m)* × 2 channels
Frequency Response 40 – 20,000Hz* × 2 channels
Weight 13.9kg (excluding mounting bracket)
Subwoofer Speaker component: 16cm cone-type × 2 channels / Finish: Front panel; ABS resin, Enclosure; Wood, Speaker bracket; steel plate

Dimensions: 210 (W) × 390 (H) × 563 (D)mm / Weight: 11.5kg (excluding mounting bracket)
Satellite Speaker Speaker component: 8cm cone-type / Finish: Enclosure, Front panel; HIPS resin, Speaker bracket; steel plate

Dimensions: 92 (W) × 97.5 (H) × 100 (D)mm / Weight: 600g (excluding mounting bracket)
Product Composition Subwoofer × 1, Satellite speaker × 4
Accessory Subwoofer mounting bracket (black or white) × 4, Rubber foot and fixing screw for subwoofer × 4,

Subwoofer mounting screw × 1 set, Satellite speaker mounting bracket (black or white) × 6,
Satellite speaker mounting screw and plain washer and spring washer × 1 set, Sticker for satellite speaker (black or white) × 8

* Overall characteristics measured in a set configuration of a subwoofer (L or R channel) and  2 satellite speakers

Various Mounting Bracket (Accessory)
Accessory brackets can be used for many different types of installations, such as mounting on the 
walls, ceilings, single or double-system installations and more. Flexible installation is made 
possible and space can be fully utilized. (Available in black or white color)
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